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@ Serial to Ethernet Basic Settings A dwvanced Options

00:08:DC:21:DD:5D
MNetwork Settings COM Port Settings

(1 Device Type: NCDWEBI
(O Use the Follow IP Address

1 Firmware Version: 2.4
1 Device Name: NCD.IQ ® Get IP Address from DHCP Server

QEKJT

BudRate®): | 115200 v

-1 Device ID:; 210515-21DD5D Data Bit(D): S v
(71 Start Mode: Data IP Address: | 192.168:100.252 - o
i1 Debug Message: Disabled = Parity(F): 'NONE v

Subnet Mask: |2352535.255.0

-1 DataExchange
A1 Network TxD: 44bytes T Stop Bit(S) l =

(21 Network RiD: 20bytes Galeway: 1921

Serial TxD: 20bytes
w " DS Server: | 192.168.100.1 Flow Control(F): |INONE k-
-1 OnTime: 1932s )
-} Temperature: 25°C Galineition
Work As |0. TCP Server |  Local Port: Bind Local Part
Remote Host: |192.168.1.9% 5000
Modbus

[] Enable Modbus mode and workas | 1 Modbus BT1
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@ Serial to Ethernet Basic Settings Advanced Options
=-Jij 00:08:.0C:21:DD:50

Addtional Functions

----- (1 Device Type: NCDWEBI
_____ d Firmware Version: 2.4 ] show Debug heszages [] Echo In AT Mode [] Use NetBIOS
""" {1 Device Name: NCD 10 Device Name: (NCD.IO Password:
..... {7} Device ID: 210515-210D50 : :
,,,,, {1 Start Mode: Data Enter |1.Data ~ | Mode when power on of reset
---- (1 Debug Message: Disabled Embedded Web Server Port: {0~63333, avoid using data local port)
-1 Data Exchange
(2] Netwark TxD: 44bytes Serial Data Packing Condition
(1 Metwork RxD: 20bytes g z o 1 3
Nagle Watt Time (ms); |3 (UART tume, (: dizabled)
(1 Serial TxD: 20bytes o D o
(2] Serial RxD: 1590bytes Data Length: [0 | ©-2048Bytes, 0: disabled)
----- (1 OnTime: 1932s
----- (1 Temperature: 25°C Communication

Clear Data Buffer when TCP Connected [ | Request Admin Password
Connect TCP Server when |0, Power On
Anto Message (The First Data Packet from Device):

Lo

i 0. No message |
Inactivity (ms): El Reconnzction (ms): |0 Keep Alive (3s): EI
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NCD.I0 CONFIGURA

Device Type: MNCDWEBI

Basic Settings
Device Mame: NCD.IO
Advanced Options o
Serial Number: 210515-21DD5D

Firmware Version: 2.4

Temperature: 25C
Run Time: 37 minutes 50 seconds
Serial Rx: 2294
Manaqgement Serial Tx: 20
DHCP: ON
1P Address: 192.168.100.252
Subnet: 255.255.255.0
Gateway: 192.168.100.1
DNS Server: 192.168.100.1
Socketinformation
Mode: TCP Server
Local Port: 2101
Remote Host: 192.168.1.99
Remote Port: 5000
o |
Baud Rate: 115200
Data Bit: 8
Parity: NONE
Stop Bit: 1
Flow Control: MNONE
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Device View Network Setting

Basic Settings MAC Address: 00:08:DC:21:DD:5D

Advanced Options Use DHCP
1P Address: 192.168.100.2562
Subnet Mask: 255.255.255.0
Gateway: 192.168.100.1
DNS Server: 192.168.100.1

Management
Socket Setting
Start Mode: | Data Mode v
Socket Type: [ TCP Server v
Remote Host: [192.168.199 |
Remote Port: [5000 |
Local Port: [2101
Bind Local Port [m]

Modbus option
Enable Modbus Mode a
Select Modbus Mode:

UART Setting

Baud Rate: [115200 v|
Data Bit: B v
Parity: [NONE ~]|
Stop Bit: 1 ~]
Flow Control: [NONE ~]|

| Save Settings Reset |
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NCD.IO CONFIGURATI

Basic Settings Device Name: ‘NCD 10
Enable NETBIOS [m]

Advanced Options
HTTP Port: [80
m Data Packing Size(byte): [0
m Data Packing Time(ms): ‘5
_ Reconnection Time(ms): ‘U

Verify the Connection: [No

Send Hello Message: [None

Connection Cond [ Connect Socket after Power On

Clear Buffer if Connected
Enable Debug Message

Enable AT Echo

‘ Save Settings
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